WATERSTOP Rx, TYPICAL PROVIDE CONTINUOUS

SCALE: 3/4" = 1'-0"

JUNCTION BOX 3 (JB 3) - PLAN

TOP SLAB 8" CONCRETE

BARS, TYPICAL #5 DIAGONAL

STORM DRAINAGE ELEVATIONS

TENNESSEE STATE STADIUM - EAST NEW FOOTBALL UNIVERSITY

BID PKG NO. 2: ROUGH GRADING & EARLY UTILITIES

ACTIVE DESIGN PHASE

CONSTRUCTION ADMINISTRATION

CONSTRUCTION BIDDING PHASE

SCHEMATIC DESIGN

DESIGN DEVELOPMENT

REVISION INFORMATION

DRAWING TITLE:

DRAWN BY:

DWG ISSUED:

KEY PLAN:

PA / PC:

PRJ MGR:

DRAWING INFORMATION

CHECKED BY:

SCALE GUIDE:

SCALE:

PROJECT INFORMATION

INTERNET:

CONTRACT:

CONTACT:

TELEPHONE:

EMAIL:

FACSIMILE:

NASHVILLE, TENNESSEE    37217-2833

1415 MURFREESBORO ROAD, SUITE 664

550 W. MAIN STREET, SUITE 300

KNOXVILLE, TENNESSEE  37902

FAX: 865.690.6448

mhminc.com

OFFICE: 865.690.6419

DOUG McCARTY

DOUG McCARTY

(865) 544-2000

(865) 544-0402

www.fulghummacindoe.com

FMA PROJECT: 391.007

SBC - 166/005-02-2013

Redi-Check

McCarthy Holsaple McCarty, Inc.

Or Equal

Parson Environmental

P-14938 Manhole Steps

If not shown, verify correct dimension with ARCHITECT.

Contractor shall check and verify all dimensions and conditions at job site.

© McCarty Holsaple McCarty, Inc.